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1. The antonnae were set up 700 to 800 neters from the Lohra istate oi‘i’i{:o >
on coupletely level ground which was under cultivation. No cardinal
points could be given, The anteonna system was built up in June 1946

2, Ipstallations in the fenced area included a temporary building, a rhombic
aerial, an amtenna tower, and a rotatable platform.

3; The temporary buildinz was about 20x0 meters and was composed of two pre-
fabricated RAD (Reich Labor Service) hut units. It had an instrunents
roorm and a ieasuring roomn,

L. The rhombic aerial, former Jernan Artyy equipnent, consisted of four metal
reds which could be extended to a heizht of 6 to 8 meters. idach rod was
braced by eight suy wires. The antenna itself consisted of standard
antenna wire which was insulated where it met the masts. A lecher system
consisting of two wires running exactly parallel and 6 to 8 cm apart ran
in loops from cne corner of the antermma to the tramsmitter. The antenna
was fed through the Lecher wires, As was the distant fiold meter (Fern-
feldmesser), the transmitter was delivered by the Hohde & Schwarz Firm
in lunich. Its Irquency range was determined by its maximun output of
30 megacycles.

5. The antenna tower, a wooden structure, was about 20 meters high, In the
niddle of it a staircase led to the top platform, 3 to L meters square.
The dipole was fitted on a bean mounted on the railing of the platform.

The rotatable platform was a crude wooden structure, about § meters in
dianeter and 30 cm above the ground. A wodel was to be set up on this
platform. Details are not available.

Electricity was supplied throush an underzround cable running from the
direction of the Lolira istate office.

The wire fence around the entire installation was electrically charred
during the nisht, -
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9. Frequencies of 23 and 27 meracycles were used to neasure the
radiation pattern of rhowbic aerials and dipoles. In the course
of’ experiuents made in Klein-Zodunzen these frequencies proved
to be the most iavorable frequenc:.es of the "door antenna" mounted
on the V=2,

10. The dipoles used all had the same shape but differed in lersth, An
exchangeable pair of dipoles, rotatable in the vertical plane, was
mounted on top of the antenna tower, Iliach pair of dipoles con-
sigted of two copper tubes which were fitted on a board. & sliding
copper rod pro,;ected from each copper tube, The rods, which were
craduated, were placed in exactly the same position whon the amperi-
rents were made. As far as could be remembered, there were three or
four different sizes of dipoles which were used in accordance with
the length of the wave to be tested. Accordin: to a very va*'ue and
coniusing sbtatement Ly source, each tube with its rod wag 2 im long
when experinments vere being made with the 23 mesacyeles frequoncy.

11. The Lecher wires between the transmitter and the rhombic antonna
were similar to 300-Chm cables, such as used for ultrashort wave
transmitters., The connection between the dipole and the transmitber
was formed by an izelith strand, but ribbon c'ﬂ\le, such as is used
for ultra short wave operations, proved superior because of the
lower losses. #

12. A vooklet on the Type IIF "Distant field Ueter" (Fernfeldnesser) of
the Rohde & Schwarz Pirm in lamich was obibtained at the radio
exhibition in buesseldorf (K 52/F 39). The type Hi-1502 distant
field meter for ranjes from 20 to 100 weracycles, reproduced in this

25X1X

The field intensities were measured every 10°, In this way the

radiation properties of the rhombic anterna were determined. The
resulting curve essentially agreed with nrevious mathematical calcus
Jations.

Ihe Transmitting and receiving sets were used for the steering and {ield
intensity measurements made on the basis of the Johluann (sic) method,
according to the colleazue of source,

15. The workin; frequencies, according to source, also were 23 or 27
megacycles, since they had to be sdjusted to the optinun frequencies
of the door antenna used for the evpcrmcnnm R

| bominent. See Annex 2 for sketches showing antenna system at
aabe mf‘tltu.v‘e.,

25X1 muent.  Dee dnnex 1 for photograph of booklet nn the type UF noter
e nt, The resort is the rcsul‘t of a second _ 25X1X
attempt to obbtain clear infornation on the Gimensions

25X1X of the sets and measuring installations. Source seems to have told all
he lnows. The evaluation of the data furnished by him mist be left to
technical specialists,
rda
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Zusitze zum Feldstirkemesser

fwzr-'r“r’.'r‘pd;z BN 9820

. BN 1500, 01, 3OMH:
Repbernrohe ot Komeals BN 9821 » Fernfeldmesser BN 1;(\1: 05 S
Kahelanshlul zu HHF BN 9830 Type HHF BN 1500 0C  10AONH,

DerAusrichikempal und das Richtfernrohr mit Kompas die-
nen zur Ausrichtung und Orientierung des Gerites sowie zur Bestimmung der
Feldrichtung und shnlicher Aufgaben.

Der Kabelanschluk zum HHF dient zum Anschluk eines Hodhirequenz-
kabels mit 22 er-Stacker (FS 400) bei Benutzung des Feldstirkemessers als
abshimmbares Réhrenvoltmeter. Der Anschlufs wird an Stelle des Rahmens

au{qrtu;nf.

RBI’"‘HBH[(O”GF

T 4 '
mii Teilkopf und Stativ !

Das betiebslertige Coerit

Der komplette Fernfeldmesser zum Transport verpackt
.

ROHDE & SCHWARZ MUNCHEN | BN 1500...02

749 -36 -4
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Eigerschaften:

FV'QUQ"I‘JC’Q"&
(4.1ach unterteit)

Feh'e grenzen

Mefbereich als Feldstarkemesser

Approved For Release 2002/01/18 : CIA-RDP83-00415R006900210002-0

BN 1500 BN 1501 BN 1502
0,1...3MHz 25...25MHz  20...100MH:z

-1, -1 -1,

fin. Skala 2..20200 20004 V/m 1..10/100:100012V/m 2..50.500 50001V m
log. Skala 2,10 ;10410° #Vim 1..10710/10* 4V m 2..10%10%10° pV m

Die MeBwerte sind jo nach

Frequenz zu vervielfachen mit

MeBbereich als
bst

bares Rohrenvolt

Eingangskapazitat

Zwischentrequenz
Bandbraite
Eichrender

Fehlergrenzen des

MeBempfangers (lin. Bereiche)

Fehiergrenzen des
Fernfeldmessers
Betriebsspannung
wahlweise umsdhalibar

Bestandteile:

Miﬁcmp‘inqnv
Rahmenkofter mit 4 Rahmen u. Drehkopf
(bei BN 1502, 3 Rahmen)

zusammenlegbares Stativ

Batteriekasten mit Batterian
und AnschiuBkabel

Gesamtgewicht:

07...4 07...2 1...7

ergibt sich (in V) aus dem FeldstirkemeBbereich durch

Vervielfachen mit:
2

3 7 5
etwa 80 pF etwa 50 pF etwa 15 pF
3,4 MHz 1,6 MHz 5 MHz
etwa 1 kHz etwa 5 kHz etwa 15 kHz
1 MH; 2,5 MH: 20 MH:
=5v. E +5v. E +5 v E
£20 %/, £20 ¢/, =307,

6V — (d. 44 A) und
200V, 40. .. 60 Hz (rd. 28 W)

Abmessungen: mm Gewidhi: kg
410x310x290 20
505 x 460 x 235 13
490 x 260 x 140 8
graBte Hohe 1400 3
290 x 280 x 195 17

rd. 53 kg (bei BN 1502, 48 kq)

Fernfeldmesser HHF

Aufgaben und Anwendung

Der Fernfeldmesser HHF iberstreicht mit seinen drei Geriten insgesamt
den Frequenzbereich von 100 kHz bis 100 MHz und ermaglicht die
Messung der Feldstirke von 0,1 V/m bis herab zu 1 pV/m. '

Das Gerat ist geeignet zur Bestimmung aller Arden von Ausbreitungsvor-
géngen, Emp{angsbedingungen, fir Unfersuchungen von Antennen und
Sendereigenschaften  (Strahlung, Ridiwirkung, Leistung, Oberwellen). -
Die linearen Messbereiche in Verbindung mit einem eingebauten Eich-
sender, der eine eindeutige Reproduzierbarkeit der Eichung moglich madt,
gestatten genaue Vergleichsmessungen, wihrend die logarithmishen Mek-
bereiche eine Beobad’ﬂung und Regislrierung stark schwankender Feld-
starken iiber lingere Zeitrsume ermaglichen.

Das Gerat kann infolge seines gut symmetrierten Rahmenkreises in beson-
deren Fillen audh als Peilemplanger Verwendung finden. Aukerdem ist die
Benukung als hochempfindlidier Héremplanger und in Verbindung mit
dem eingebauten Ueberlagerer als Telegrafieempfanger méglich. Zu Zwei-
und Vierpolmessungen eignet sidh das Gerit als abstimmbares Réhrenvolt-
meter zur selektiven Messung von Spannungen zwischen 5 }lV und 05 V.

Arbeitsweise und Aufbau

Das Mekprinzip sowie die lednisthe Ausfihrung des Gerates ermdglichen
eine schnelle Aulnahme grokerer Mekreihen. Die vom Rahmenkreis auf-
genommene Feldstarke wird als induzierte Spannung durch den Mekemp-
fanger, der nach dem Uberlagerungsprinzip arbeitet, gemessen. Die Kon-
trolle der Eichung durch den eingebauten Eichsender ist nur bei einer Frequenz
nétig.  Dank dieser Eigenschaft und dank der direkten Eichung aller Skalen
und Instrumente des Gerites ist ein bequemes urd schnelles Arbeiten még-
lih. Die in die Absolutfeldstarkemessung eingehenden frequenzabhingigen
Rahmenzahlen sind in Kurven aulgetragen und braudhen nadv der Mes-
sung nur noch mit dem WV/m-Wert des Anzeigeinstrumentes multipliziert
werden. Infolge des geringen Gewidhtes und der Aufteilung in drei Koffer
ist das Feldstarkemekgerit leicht transportabel und schnell betriebsbereit.

Im Freien wird der Fernfeldmesser aus einem 6 V-Akkumulator gespeist, wo-
bei die Erzeugung der Anodenspannung durdh einen eingebauten Zerhadker
geschieht. Fir Daverbetrieb (z. B. Registrierung) kann das Gerat auf Netz-
betrieb umgesd'la“ef werden (eingebauier Netzleil 220 V, 40...60 Hz).

Literatur: L. Rohde & F. Spin, Zeitsche. {. techn. Phﬁ. ].lnqu 19 “938) Heh 11,5 439.444
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25X1X  SUPPLEMENT TO
SESQRT 110,

1. The antenaae ore set ub 760 to COO neters fren the Lowra sstate office,
cu counletely ‘mvol frou.x_ which was under cultivation. Yo cardinal

points could Lo siven., |The anlenna systom was Luill ap iu June i oL6,

Installations in the {en
aerial, an mtenna tover,

area ircluded a vermporary uvuildinz, a raontic
an¢ o retatable platform.

I
3. The tomporary building Wa” about 20xu meters and vas cormosed of tiio pre-
Labricated 1IAD (Deich ua or .»omlce) hut units. I+ Sad an insirutents
voom and a neasuring Np H

Ji.  The rhombic acrial, —or{ncr Jeruan drmy cguipnent, consisted of four atal
" rods wnich could be exterded to a lieihit of 6 te J uweters. itach rod ns

braced by eirht aps wires. The antenna itself consisted of standard
antenna wire wiiich was finsulated wihere it net thc nasts. A Lecher g ratem
congisting of Uwo wires running exactly parallel and 6 to § em apart ran
in loops from ona corner cr the anlenna to the trarsmitter. The antenra
wvas fed through the Lecher wires. As was the distant field meter (P'e"n-—
feldmesser), the transmitter was délivered by the Rohde & Uchwarz ifirm
in 'unich. Its Ifruency ranze vas! acter rined by its maximun output of
30 mezacycles,

The antenna tower, a wooccn str ucturb, was about 20 nmeters hiigh. 1In the
niidcle of it a staircase lecd to the tep platiorn, 3 to L meters square.
The dipole was [itted oh a Lea: mounted on the railin: of the platfor.

wn

6. The rotatable platforn wras a crude vooien structure, about O neters in
diareter and 30 cm above the round. 4 -odel was to be set up or this
platform. Uetails are hot available.

To clectricity was suppl 1ed throu -h a wnder roud cabic runnin- from the
uircction of the Lolra isiate Of.Ll\.C

- L RS .
¢ The wire fence arcund the entire ftstallation s electrically charsed
Garin. bhe nihy l "
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9. ZFrequercies of |25 and :( If\_'ac?cles: were used to nwasure the |
radifaztion ratiern of rhomyic acrials end dioles. In the corrse

-
i ' ;
of’ cemeri . ants nade 1gin=-locun ‘en these frequencies prove

to Ye the rosat [favorable drequencics of the "deor anteonnal nogntcd
the 7=2. ;

on

ne tut dirtered fin loijth. an
ceble in tine verticzal planrc, wes
sech pair of dipoles con-

fitted on a board. A si«,uln"
cach ecoprer tube, The reds, vhich wore
actly the care ousition vihon the FHeri-
could e rooenvered, there were thrce or
xoles witich were used in accoxdance Sith
he wave Lo e tested, iecording tho a very vu;l;m and

10, The tipoles usgd all ~ad ihe sane
ey‘c'.'u'gccule niir of digolles, rota
rouated on tos [of the ardonna Lowe
gisted of tiro gqopoer tubeg which vere
copper rod projected fvp
cradbated, vord placed in
ments vore macd.  As far
folr! disiovent sizes of di
the

) r‘ )

copfl WL L Bouree, tube with its rod vas 2 @ long
vhen| expori. vore beln; wade with the 23 ueacrelen i‘requTnc;;.

the rivvoie antenna

11. Theoj Lecher viztes botoeon the transii !
3 for ultroshor Vo

X
vere niler td 300-0hm cobles. such as
tracpuiiters, [The co neetion i Lotoen Yie cii‘mlc aia e Ar m.?;m wer
1 elith sirand, oub rilben caltle, such as is used
vave operations, wovad sapericr because of the

was

12, 4 boplidlet en the Type LN Phislant . ield ‘I\LM'” (1‘(‘?1;“01["1’35:(!3“) of
the flohde & Scifwarz Firn ip Innieh vas oliaired at the gadio
exhipition in Luesseliorf [ 58/F 39, The 1, ;.-:x 1502 distant
I frol1 20 to 109 veracyelws, reproduced in this

25X1X

inte el mcasurad every 109,  In thi
jolalelelaia L tep rhembic anberna were doter
1ooeurve essentialll agrcoosd with orevious rothoratics

Wy tqv

reeciving
rcuonts o
S coll

rield

g core vsel for Lhe cleering anc
iethod,

on the basis of the Lolluann (oic
oi grarce

15 The i dmurm .), ctoordin
alcelaide cinge Lhey hacjie e o clos

?
of e Jdoor

TITICNS.

aterna uaed fHr the o

25X 1A ' ntk Rets! £ 1 Lfor Dhcborraph ol
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v 1o obtain clear

sasuid o Inotaling inr*‘ Learee geera to
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BN 1501 BN 1502
3MH: 25 . 95MH: 20 1D0MH:

990 2002000V e 1. 10,100 10001V m 2. 50 500 50004V m
2 16 10410 WV 110 10710°0V m 2 10 10*1

nV m

argibt sch (in V) aus dem FeldslarkemeBberdich durch

Vervielachen mit:

7 5
otwa 80 of olws 50 pF etwa 1
3.4 MH. 1.6 MH; 5 MH
eiwa 1 kHe olva 5 kHz otwa 15
1 MH: 25 Miiz 20 MH:
5 £ 5. L 15|
- 90 - 20 - 30

6V - (rd 4.4 A) und
QQOVAO‘..GOHI?A.QBW)

i
|
|
i
1

Abmessungen: mm Gewicht: kg
4102310 <950 : 20
505 x 460 » 235 13
490« 260 » 140 8
griBte Hohe 1400 3
: 1
290 280 x 195 17

i

«d 53 kg (bei BN 1502, 48 kg)

i
i
1
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Fernfeldmesser HHF

|

Aufgaben und Anwendung !

Der Fernleldmesser HHF Ghentreiht nr"\i! seinen drei Geréten m gesamt
den Frcquenzbereid‘\ von 100 kHz bis 100 MH: und’ ermoglicht dic
Messung der Feldstarke von 0.1 V'm bis herab zu 1 ¥ 'm. |

Das Gerat ist geeignet zur Bcs'immuna aller Arten von Ausbreityngsvor-
gingen, Emplangsbedingungen. far Unlersuchungen von Anlenqen und
Sendercigenschalten  (Strahlung. Richiwirkung, Leistung, Oberwellen).
Die lincaren Messbereiche in Verbindung mit einem eingebauten Eich-
sender, der eine eindeutige Reproduzierbarkeit der Eihung moglidh madht,
geslatlen genaue Vergleichsmessungen, wihrend die logarithmisch in Mek-
bereiche cine Beobadhlung und Regustrierung stark sc}wwankcndiv Feld-

dirken ober lingere Zeilrdume ermoglichen. '
|

Das Gerit kann inlolge seines gul symmelrierten Rahmenkreises ia beson.
deren Fllen audh als Eeilempléngcr Verwendung finden. Auherdem ist die
Benubung als hochemplindlicher Hasremplanger und in Vcrbinc{ung mil
dem cingebauten Ueberlagerer als Telegralieemplanger méglich. Lo Iwei-
und Vierpolmessungen cignet sich das Gerdl als abslimmbares Rohrenvolt-
meler zur selekliven Mcssung von Spannungen wischen 5 |lV un# 05V.

|

Das Mekprinzip sowie die technische Austihrung des Goerates ermogliden
eine schnelle Aufnahme groherer Mefreihen. Die vorm Rahmenkreis aul-
genommene Feldstarke wiid als induzierte Spannung durch den Mchemp-
{anger, der nach dem Uberlagerungsprinzip arbeitet, gemessen. Die Kon-
trolle der Eichung durch den eingcbau'en Eichsender ist nur beieiner Frequenz
nétig. Dank dieser Eigenschalt und dank der direkien Eichung alldr Skalen
und Instrumente des Geriles ist ein bequemes urd schnelles Arbeilen mog-
lich. Die in die Absolutleldstirkemessung eingehenden frequenzabhiangigen
Rahmenzahlen sind in Kurven aufgetragen und braudhen nacn der Mes-
sung nur noch mit dem 1tV ‘m-Wert des Anzeigeinsirumentes mu tiplizier

werden. Infolge des geringen Gewidhtes und der Aufteilung in drei Koller
isl das Feldstarkemehgerat leicht transpartabel und schnell betriebsbereit.

Im Freien wird der Fernleldmesser aus ainem 6 V-Akkumulator gespeist, wo-
bei die Erzeugung der Anodenspannung durdh einen eingebauten xrhad:cr
geschieht. Fir Daverbetrieb (2. B. Regislrierung) kann das Gerat a:ul Netz-
Belrieb umgeschaliet werden (cingebauter Netzteil 220 V, 40 .. .60 Ha).

Literatur: L Rohde & F. Spias, Zedsche. [ 1achn. &m Johrgg. 19 (1938) Heh 11.‘ §433.444

-

Arbeitsweise und Aufbau
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